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§76.15-35

in such spaces which will be automarti-
cally sounded when the carbon dioxide
is admitted to the space. The alarm
shall be conspicuously and centrally lo-
cated and shall be marked as required
by §78.47-9 of this subchapter. For sys-
tems installed on or after July 1, 1957,
alarms will be mandatory only for sys-
tems required to be fitted with a de-
layed discharge. Such alarms shall be
so arranged as to sound during the 20
second delay period prior to the dis-
charge of carbon dioxide into the space,
and the alarm shall depend on no
source of power other than the carbon
dioxide.
(b) [Reserved]

§76.15-35

(a) Where mechanical ventilation is
provided for spaces other than cargo
and similar spaces which are protected
by a carbon dioxide extinguishing sys-
tem, provisions shall be made so that
the ventilation system is automati-
cally shut down with the operation of
the system to that space.

(b) Where natural ventilation is pro-
vided for spaces protected by a carbon
dioxide extinguishing system, provi-
sions shall be made for easily and effec-
tively closing off the ventilation.

(c) Means shall be provided for clos-
ing all openings to the space protected
from outside such space. In this re-
spect, relatively tight doors, shutters,
or dampers shall be provided for open-
ings in the lower portion of the space.
The construction shall be such that
openings in the upper portion of the
space can be closed off either by per-
manently installed means or by the use
of canvas or other material which is
normally carried by the vessel.

Enclosure openings.

§76.15-40 Pressure relief.

(a) Where necessary, relatively tight
compartments such as refrigeration
spaces, paint lockers, etc., shall be pro-
vided with suitable means for relieving
excessive pressure accumulating with-
in the compartment when the carbon
dioxide is injected.

(b) [Reserved]

[CGFR 65-50, 30 FR 16940, Dec. 30, 1965, as

amended by CGFR 66-33, 31 FR 15283, Dec. 6,
1966]
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§76.15-50 Lockout valves.

(a) A lockout valve must be provided
on any carbon dioxide extinguishing
system protecting a space over 6,000
cubic feet in volume and installed or
altered after July 9, 2013. ‘‘Altered”
means modified or refurbished beyond
the maintenance required by the manu-
facturer’s design, installation, oper-
ation and maintenance manual.

(b) The lockout valve must be a
manually operated valve located in the
discharge manifold prior to the stop
valve or selector valves. When in the
closed position, the lockout valve must
provide complete isolation of the sys-
tem from the protected space or spaces,
making it impossible for carbon diox-
ide to discharge in the event of equip-
ment failure during maintenance.

(c) The lockout valve design or lock-
ing mechanism must make it obvious
whether the valve is open or closed.

(d) A valve is considered a lockout
valve if it has a hasp or other means of
attachment to which, or through
which, a lock can be affixed, or it has
a locking mechanism built into it.

(e) The master or person-in-charge
must ensure that the valve is locked
open at all times, except while mainte-
nance is being performed on the extin-
guishing system, when the valve must
be locked in the closed position.

(f) Lockout valves added to existing
systems must be approved by the Com-
mandant as part of the installed sys-
tem.

[USCG-2006-24797, 77 FR 33876, June 7, 2012]

§76.15-60 Odorizing units.

Each carbon dioxide extinguishing
system installed or altered after July
9, 2013, must have an approved odor-
izing unit to produce the scent of win-
tergreen, the detection of which will
serve as an indication that carbon di-
oxide gas is present in a protected area
and any other area into which the car-
bon dioxide may migrate. ‘‘Altered”
means modified or refurbished beyond
the maintenance required by the manu-
facturer’s design, installation, oper-
ation and maintenance manual.

[USCG-2006-24797, 77 FR 33877, June 7, 2012]
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